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TYPE D

Double steel plate beam gquardrail

1,905 m (6'-3’) typical post spacing
GENERAL NOTES
Allslope ratios are expressed as units
of verticaldisplacement to units of
horizontal displacement (V:H).
Alldimensions are in millimeters (inches)
unless otherwise shown.
DATE REVISIONS
10-1-02 |JAdded min. spacing STEEL PLATE BEAM
from guardrailpost to GUARDRAIL
lshoulder hinge point. (Sheet 1 of 4)
1-1-02 [Revised the location of

STANDARD 630001-04

Jsection B-B in Type C.
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356

Post bolt with
std. hex nut

W150x13.5 (W6x9)

or W150x12.75 (W6x8.5)
steelpost \

18x25 Slotted hole !

N e x 1)

J NOTE

Plate washer F shall be used on type
A guardrail only where specified. Plate
washer F shall be used at all other

) locations where rail element is bolted
RN to a block-out unless otherwise noted.
|

|
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STEEL POST CONSTRUCTION

200

Ir]
~

— Std. flat washer

29
305 %
a2 STEEL BLOCK-OUT DETAIL
19 Dia. hole ¢
%) —

|
J
I
|
I
310
(12'/a)
|
©
I
I

NOTE

Plate A shall be placed between
rail element and block-out at non-
splice mounting points only when
steel block-outs are used.

PLATE A
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200x150 (8x6) Rough
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nailed to post
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Place standard end shoe
between splice plate and

rail element
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318 Lap

:521) 19x64 Slotted hole
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23x29 (B x 1Y) Slotted
holes for MI16 (%4) splice bolts
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END SECTION
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23x76 (%, x 3) Slots for
splice bolts with std. galv.

washer placed under locknut
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NOTE

Anchor plate T shallbe used to attach
cable assembly to guardrail when required
on traffic barrier terminals.

ANCHOR PLATE T DETAILS

|/—Neufrol axis

Rail element

washer on front
face. (8 required)
20 Dia. hole
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ALTERNATE END SHOE

(= 19x64 Slotted hole (optional)
(Yax2Y/2)

When end shoe is attached to a bridge parapet which has an expansion
joint, the bolts shall be provided with a locknut or double nut and shall
be tightened only to a point that will allow guardrail movement.

The standard end shoe shall be attached to the concrete

or self-drilling anchor bolts. The anchor cone shall be set flush with

the surface of the concrete.

Externally threaded studs protruding from the surface of the concrete

will not be permitted.

END SHOE

with pre-drilled

STEEL PLATE BEAM
GUARDRAIL
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NOTE

If it is necessary for D to be more than 300 (12)
less than 3.0 m (10'-0‘) type M-5 (M-2) curb and gqutter
(Std. 606001) shall be used in front of and in advance of
the guardrail.

GUARDRAIL PLACED BEHIND CURB

@ liinols Department of Tronsportation

PASSED ____ October l. 2002

ENGINEER OF POLICY AND PROCEDURES
APPROVED ______ October I, 2002

R AND _ENVIRONMENT

26-1-1  @3nss]

(D = O desirable to 300 (12) maximum)

1]

Finished ]
ground line \
ZZ
> X
Ledge “&v E -
3 é gl
355 Wood post dia. € m( P
a4 : ols Z|b
|
300 Steelpost dia. | u
(12) hd =
Concrete —/
NOTE

When V is 0 to 520 (202 , W= 600 (24).
When V is greater than 520 (20'5) ,
W= 113 m (3-8, '1-V. When V is 150 (6)
or less, post hole shall be filled to
ground line with concrete.

Ledge line is top of rock ledge or
hard slag fill.

FOOTING FOR POST WHEN IMPERVIOUS

MATERIAL IS ENCOUNTERED

and

s

WOOD BLOCK-OUT AND

STEEL POST DETAILS

990

(39
M24x178 49 133

(1) 0 1'%y 10(5'/4)
105 gLl
3 (3%) '
=@ NI§
M24 (1) double Nk "z

nuts or locknuts

and washer Swage

)
l/— Symm. about ¢
T
3 19 (¥a) dia. (6x19)

galvanized cable

connected

CABLE ASSEMBLY

(18,100 kg (40,000 Ibs.) min. breaking strength)

Tighten to taut tension.
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